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Notes: 
 LCD display can be easily damaged. Please do not press or exposure in sunshine for a long time; 
 The joystick can be easily damaged. If it needs to be repaired, please wrap and ship it by using original or safety 

packaging;   
 This keyboard should be used in certain range of temperature and humidity, referring the technical index. 
 Please connect the keyboard correctly as this manual requires. 

Items list 
Items Quantity Note 
DC12V power adapter  1 
10PIN connector 1 
user’s manual 1 
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Fig 3 
Key button functions introduction 
 

Button name Function introduction 

ESC back to up-level menu 

Setup hold for 3 seconds, enter into keyboard configuration state (default password: 8888) 
Search press 1 second, check keyboard configuration: PTZ protocol 
Shift switch the control mode of embedded DVR or speed dome 

MENU show the main menu 

PREV switch the previews of single, four, nine, twelve, sixteen screens 

F1 Quick key-press of setup speed dome, it is related to used protocol, refer to LCD 
explanation. 

F2 Quick key-press of setup speed dome, it is related to used protocol, refer to LCD 
explanation. 

REC Enter into DVR manual record menu. 
MON specially control the four auxiliary display output ports of DS-8016HSI (hold for 2 

seconds ) 
EDIT Enter into DVR edit mode. 

F3 Quick key-press of setup speed dome, it is related to used protocol, refer to LCD 
explanation. 

PLAY Enter into DVR playback menu. 
MAIN/AUX switch the main/aux output port (hold for 2 seconds) 

A switch input ways 
F4 Quick key-press of setup speed dome, it is related to used protocol, refer to LCD 

explanation. 
PTZ Enter into DVR PTZ control menu. 
AUX In DVR control mode, this button is reserved. 

Shut Down power off  DVR 
Addr choose addresses of PTZ or the device ID of embedded DVRs 
Clear clean currently input content 

ENTER confirm currently input content 
0-9 

A – Z 

Number.: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9 

A-Z (26 letters) 

PRESET Setup the speed dome preset position 

FOCUS+ set the lens focus near 
FOCUS- set the lens focus far 

DEL Delete the speed dome preset position 

ZOOM+ zoom in the lens 

ZOOM- zoom out the lens 
SHOT Call the speed dome preset position  

IRIS+ open the lens iris 

IRIS- close the lens iris 

Auto Set the speed dome to auto rotate（depend on speed dome itself, please reference the 
speed dome’s manual） 

WIPER on/off the wiper relay 
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Light on/off the light relay 

 
Joystick control introduction 
 

fig operation function introduction 

 
up 

In PTZ control mode:  control the movement of pan/tilt 

In DVR control mode:  play record file fast 

 
down 

In PTZ control mode:  control the pan/tilt to move upon 

In DVR control mode:  play record file slowly 

 
left 

In PTZ control mode:  control pan/tilt to move left  

In DVR control mode:  control record file backward  

 
right 

In PTZ control mode:  control pan/tilt to move right  

In DVR control mode:  control record file forward 

 
rotate left  

zoom in the lens 

 
rotate right 

zoom out the lens 

 
LCD display indication introduction 

    Any operation is indicated and corresponding in LCD display. The LCD will turn into electricity-save mode 
(minimum the lightness) in 30 seconds without any operation.  
。 
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Keyboard configuration and query 

All the operation of keyboard configuration and query can be done via joystick and certain key buttons.  

Keyboard menu tree 
Configuration menu tree:  

PTZ setup        PTZ address        corresponding protocol 
                                          Baud Rate 
 

keyboard parameter）         password setup 
                              Restore default setup 

Sound setup 
Keyboard ID setup 

 
Inquire Keyboard parameter: 

                                                
SYSTEM SEARCH          model name 

Keyboard serial number 
 

Configuration illustration 
Here is a example to illustrate how to set dome: change the communication protocol of dome 002 to PELCO-D, and 

change the baud rate to 4800. 
1. In the mode of standby (fig a), hold the “Setup” button for 3 seconds, login the main menu (fig b); 
2. Enter the password (fig c, default password: 8888); 
3. Press [Enter], enter into setup menu, operate the Joystick up and down to choose [PTZ SETUP] or [SYS SETUP] 

(fig d); 
4. Choose [PTZ SETUP], press [Enter] to enter in [PTZ SETUP]; 
5. Operate the Joystick left and right to choose the address of speed dome, e.g. 002（fig e, f）, then press [Enter] to enter 

the next level menu (fig g); 
6. Operate the Joystick up and down to choose communication protocol, e.g. PELCO-D (fig h); 
7. Operate the Joystick right to change the baud rate (fig i), and then choose the baud rate up and down (fig j); 
8. Press [Enter], then press “ESC” until back to the standby mode (fig a); 
9. Configuration is done 

     
             a                              b                              c 

     
             d                              e                              f 

     
             g                              h                              i 










